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5G/CBRE, 4G LTE/3G/2G

213757M
5G/CBRE

Key Features

® 5G/35GHz CBRS antenna & High Performance ® Ground Plane Dependent ® Customizable Cable and Connector

Standard colors
Other colors upon request

212024GP
4G LTE/3G/2G

Key Features

General specification
Mounting type
Dimensions (mm)
Operating temperature

Magnetic mount
P 31x72
-40 °Cto +85 °C

Antenna and electrical specifications

5G/CBRE
Standards
Frequency (MHz)
VSWR
Peak Gain (dBi)
Impendance (Ohm)
Polarisation
Max. Input Power (W)

O High Performance Q Ground Plane Independent Q Customizable Cable and Connector

|
‘l White. e

Standard colors
Other colors upon request

21205GP
4G LTE/3G/2G

Key Features

General specification
Mounting type
Dimensions (mm)
Operating temperature

CBRS, 5G, WIMAX
3300-3900
~1.4:1
~21
50
Linear
35

Wall mount
220 x 22
-40 °Cto +85 °C

Antenna and electrical specifications

4G LTE/3G/2G
Standards
Frequency (MHz)
VSWR
Peak Gain (dBi)
Impendance (Ohm)
Polarisation
Max. Input Power (W)

Q High Performance Q Ground Plane Independent Q Customizable Cable and Connector

Standard colors
Other colors upon request
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General specification
Mounting type
Dimensions (mm)
Operating temperature

2G,3G and 4G
698-960, 1710-2170, 2500-2700
~1.41, ~1.41, ~1.41
~34,~2.5, ~1.0
50
Linear
25

Wall mount
208.3 x 16
-40 °Cto +85 °C

Antenna and electrical specifications

4G LTE/3G/2G

Standards

Frequency

VSWR

Peak Gain (dBi)
Impendance (Ohm)
Polarisation

Max. Input Power (W)

2G,3G and 4G
698-960, 1710-2170, 2500-2700
~2.81, ~2.51, ~2.71
~3.0, ~2.3, ~0.7
50
Linear
25



























3G/2G

2J0104-(884G
36/2G

Key Features
® Low Profile @ Ground Plane Dependent (V] Right-Angle Connector

{8

_5—

Other colors upon request

Standard colors

2J0104-(885G6
3G/2G

Key Features
® Low Profile @ Ground Plane Dependent

Standard colors
Other colors upon request

2JWO031-C675
3G/2G

Key Features
® Low Profle & Hinged Connector

Standard colors
Other colors upon request

General specification
Mounting type
Dimensions (mm)
Operating temperature

Connector mount
44 x191%x9
-40 °Cto +85 °C

Antenna and electrical specifications

3G/2G

Standards

Frequency (MHz)
VSWR

Peak Gain (dBi)
Impendance (Ohm)
Polarisation

Max. Input Power (W)

General specification
Mounting type
Dimensions (mm)
Operating temperature

2G and 3G
824-960, 1710-2170
~1.91, ~2.31
~1.3,~13
50
Linear
25

Connector mount
48x 09
-40 °Cto +85 °C

Antenna and electrical specifications

3G/2G

Standards

Frequency (MHz)
VSWR

Peak Gain (dBi)
Impendance (Ohm)
Polarisation

Max. Input Power (W)

General specification
Mounting type
Dimensions (mm)
Operating temperature

2G and 3G
824-960, 1710-2170
~2.61, ~2.311
~1.0, ~1.0
50
Linear
25

Connector mount
?10 x 113
-40 °Cto +85 °C

Antenna and electrical specifications

3G/2G

Standards

Frequency (MHz)
VSWR

Peak Gain (dBi)
Impendance (Ohm)
Polarisation

Max. Input Power (W)
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2G and 3G
824-960, 1710-2170
~211, ~1.6:1
~-1.3, ~2.0
50
Linear
25
































































































































































































































































































